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Patch Cord Cable
. Modular Jack RJ45
. Modular Plug RJ45
. Face Plate / Box
. Patch Panel RJ45
. UTP Cable
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CAT.6
LAN CABLE
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Analog/IP CAM. Cable
(aeitundas)

nAa) Analog : A7IUEND 300-400 U, Auoundal 3-4 62
Tandos IP

¢ AYUEND 70-80 U. Fwaundol 1-2 61
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Power Fead Wine

@ @ Salid Copper Clad CCA
HDPE insulation
Outer Jocket
0 ==
Innes Jacket
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Product Part Number.  C61001 C61009 ¢61004 BC-CAT62P0TS
Construction and Material

Cable Type({utoma) LI Outdoor, Single Jacket Outdoor, Single Jacket, Power+Messenger
Number of Palrs{41waurane) 4 poirs, 23AWE 4 palrs, 23AWG 4 pairs, 23AWG 4 pairs, 23AWE

Sheath Material[Outer mmilmmn[mwc"] __PE[LN prmi Black Polysthylens) ~ PE(UV-proof Block Polyethylene) ~ PE[UV-proof Black Polyethylens)
Ripcord(idonthae) * Under Jacket Under Jocket Under Jocket  Under Jacket

Conductor dismension{utnadatiluih] 0.56mm.(23AWG solid bore copper])  0.56mm.(23AWE solid bare copper) 0.56mm.[23AWE salid bare copper) 0.57mm. (23AWS solid bare copper Clod CCA)
Insulation cﬁume!er[uumau:un:uﬂullh'l} 0.99 mm HOPE 0.99 mm HOPE 0.99 mm HOPE 1.0 mm HOPE

Insulation Color{@uniauau) BLUE / Whife-Blue, ORANGE / While-Orange, GREEN / While-Green, BROWN / White-Brown

Insulation fype[3aquoiaunu) Polyolefin Polyolefin S Polyolefin Polyolefin

Cable diameter/Norminal(00)(idutiAudnan) 6.4 +/- 0.20mm. 7.0 +/- 0.30mm. 7.0 +/- 0.30mm. 6.0 +/- 0.30mm.

Weigh(thrn) 42 Kg/Km 52 Kg/km 78 Kg/Km 88 Kg/km

Fire CIussrf’mfbn(Lnns‘l‘run'lsnuTuJ] P\n: uz(: em32 1 LSZH tEcmuu |EC40754, IEC 60332-1 LSFROH IEC&1034, IE |£caum IEC 80332-3C B .
Messenger Wire(@udnsuwauluoima) - - - ~ Galvanize steel wire 1.3mm. -

inner Jocket{iUdanaulu) = - Lead fres(FR-PVC) -

Color lacket(@U&onuan) Blue “Block Black Black

Power Feed Wire Conductor - = = 10 mm / dia 0.30mm CCA

Power Feed Sire Size = = = 1.0 SOMM.

Power Feed Wire Insulation - - = 2.40 mm dia.

Power Feed Wire jacket E - = 6.0 +/- 0.30 mm. dia.

Elecirical Characieristics —
Operating frequency i 1- 600 MHz 1- 600 MHz 1- 600 MHz 4 Mhz @4.1 Mhz, 100 Mhx @22 Mhz

|mpedance 100 +/- 5 Ohm to 600Mhz 100 +/- 5 Ohm to 600Mhz 100 +/- 5 Ohm fo 600Mhz -
Mufual Capacilance 5.6 nF Mox / 100m 5.6 nF Max / 100m 5.6 nF Max / 100m -
DC Resistarice 66,58 Ohm Max / 100m 66,58 Ohm Max / 100m 66,58 Ohm Max / 100m -
OC Resistance unbalonce 5% max 5% max 5% max -
insulate Resistonce 5000 MO / Km 5000 M0 / Km 5000 MA / Km =
Ela!ﬁcmc Shmg'fh 1kV [ min 1k\l' / min i k\.l' / min -

Cupucu#unoe Unbulunoe

180 pF Max [ 100m

1le pF Mox ,l’ 100m

160 pF Max / 100m

Propagation Delay 534 ns ;' 100m Max@ 600Mhz 536ns | 100m Max@ &00Mhz 536 ns / 100m Max@ 60IJMhz -

Dekay Sksiw 130 s Max 30 ns Max 30ns Max -

Vollage 300 Volts AC or 0C 300 Volfs AC or DC 300 Volfs AC or D 250 V / 3R
Test Vaitage(OC, 1min] &V / min &V / min &V / min =
NVP{nom %] 69% &9% 697 -
Mechanical F?DHB"IBS

Minimum Banding Radius

Install 8 x Coble Diameter

_ After Install 4 x Cable Diameter

Install 8 x Cable Diamefer
Rfter Install 4 x Cable Diometer

Install 8 x Cable Diameter
After Install 4 x Cable Diameter

Install 8 x Cable Diameter
Affer Install 4 x Cable Diometer

Tensile Strength HON / 25lbf 9.7 MPa / 1400 PSI 16.5 MPa / 2400 PS! 9.5 MPa / 1400 PSI
Insialiation / Operating Temperture | -20C fo 60 C -20"C 1075 C -20"C o 75 °C -40°C 1o 75°C
Storoge Temperalure . =20"C fo 60 °C -20°C o 80 °C -20"C to 8O °C -40"C fo 80 “C

Standard Appiications

« ANSI/TIR-568.2-D CATEGORY & « STRUCTURE CABLING[BACKBONE AND HORIZONTAL)

_ - 1SO/IEC 11801:2017 CLASS E - 106 BASE-T(IEEE 802.3an 10GIGABIT ETHERNET, 55m.)
1 PRODUCT : — « ENSO173-1 CATEGORY & « 1000 BASE-T(JEEE 802.3ab GIGABIT ETHERNET)
T l ] et - « ICEA 5-102-700 CATEGORY & « 1000 BASE-TX(TIA/EIR-854]

UTP Catalog
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Price List Catalog

« ENS028B-6-1, NEMA WC 66,UL1666

« [EC 61166-5, ASTM D4566-98, IEC 60332-1-2
« UL/CSA LISTED CM, CMR, CMP AND LSZH

« ETL TO VERIFIED TO TIR-568-C.2 CATé
« UL, INTERTEK, RoHS COMPLIANT

« 100 BASE-TX(IEEE 802.3U FAST ETHERNET)
« 10 BASE-T [IEEE 802.3 ETHERNET)

« 52/155/622Mbps AND 1.2Gbps ATM

« 4/16 Mbps TOKEN RING

« IEEE 802.3 i/u/ab.

- CODI / ATM / TOKEN RING / VOIP

« POE, POE-+[IEEE 802.3af |IEEE 802.3at)

« TP-PMD, TPDOI, ISDN, VolP

« IEEE 802.3AF(PoE) / IEEE 802.3AT (PoE+)

« LIMIT POWER- LP UL POE SAFTY STANDARD
« HDBASE T 2.0 STANDARD

« ETHERCAT INDUSTRIAL STANDRRD.

« ANALOG & DIGITAL VOICE, DIGITAL & ANALDG VIDED



CAT.6

PnTc“ Pn" El v Medular Jack qU CA3003

C62002/BK 24Forts Patch Panel Unload, 1U, Black

£62004
C62005

€62002
C62003

18U Modular Jack SU C63003 ia: wow New

Slim series(SL)

£53003
£63004

Slim series(SL)
18U Modular Jack SU C63221 ia: 063222

New

Bﬂm 24Ports Patch Panel Unload, 1U, CAT-6

Product Part Number. C62003 C62004 862005
Por ot s L 46 Ports apos
Hight iU iu 2U
Construction and Material
Shyle of Modular PCB RJ45 Connector PCB RI45 Connector PCB AJAS Connector
Panel Light weight stes! with hair line classic shine Light weight stesl with hair line classic shine Light welight steel with hair line classic shine
Ry R} SR Wi e oo spps! B Co RTINS WD e
Wiring Pattemn 15688/ T568A universal color code
Jack Connect Phosphor Bronze with over 50 micron-inches goid plating Phosphor Bronze with over 50 micron-inches gold plating Phosphor Bronze with over 50 micron-inches gold plating
Termionte Block Dual Type 10-1DC or KBONE Connecting tw!s; UL940-0 ABS Dual Type 110-1DC or KRONE Connecting fools, UL940-0 ABS  Dual Type 110-1DC or KRONE Connecting fools, UL940-0 ABS
Tewmlunfe Material Phospher Branze with fin over 100 micron-inches nickel under plated
Durability 800 mating cycle (Modular Jack) 800 mating cycle [Modular Jack) 800 mafing cycle (Modular Jack)
200 ferminafion cycles (110 IDC Block] 200 fermination cycles (110 IDC Block] 200 termination cycles (110 I0C Block)
Tool Cover UL940-0 RBS UL940-D ABS UL940-0 ABS
Accept Wire Size |26AWB-22AWE solid and stronded wire 26AWG-22AWG solid and stranded wire 26AWG-22AWG solid and shranded wire
Compliant UL and Inferfek Channel test UL and Inferfek Channel test UL ond inferfek Channel fesl
Cerified Lead-fres ond AcHS compliant Lead-free and AoHS compliant Lead-free and RoHS compiiant
Electrical Characteristics
Dielectric Strength 1,000V AMS at 60Hz for Tminute 1,000V RAMS atf 60Hz for Tminute 1,000V RAMS aof 60Hz for Tminute
Current Rating .1.5,°Irnp maximum 1.5Amp maximum

Temperaiure f Hung[Workalomge]
“Transmission Performance

_~lO"Cto+bO"C,|’ -40°Cto +70°C

nmsd’fw&sa'z—:i 1S0/IEC 118012017 Class E und %01?3 ]

Applications

« 10G BASE-T({IEEE 802.3an 10BIGABIT ETHERNET, 55m.)
» 1000 BASE-T(IEEE 802.3ab GIGABIT ETHERNET)

« 100 BASE-TX(IEEE 802.3U FAST ETHERNET)

« 10 BASE-T (IEEE 802.3 ETHERNET)

« 165/622Mbps AND 1.26bps ATM

« 4/16 Mbps TOKEN RING

+ POE, POE+[IEEE 802.30f IEEE 802.3at)

« TP-PMD, TPDDI, ISDN, VolP

1.5Amp maximum

S
10Cto+60°C /[ -40Cto+70°C

~10°C o + 60°C /-0 C to + 70 °C

ANSI/TIR-568.2-D, IS0/ IEC 118072017 Class E and ENSO173-1 ANSI/TIA-568.2-D, 1S0/IEC 118012017 Closs E and ENSO173-1

Standand

» ANSI/TIR-568.2-D CATEGORY &

« ISO/IEC 11801:2017 CLASS E
» ENS0173-1 CATEGORY &

+ T568B / T568A UNIVERSAL COLOR PATTERN

« UL LISTED AND INTERTEK TEST

« LEAD-FREE & AoHS COMPLIANT BY TUV

« TIA/EIA TSB-40
« TERMINATE 110, KNONE

« ANALOG & DIGITAL VOICE, DIGITAL & ANALOG VIDED « ANGLE 1807
« UL 1853
« PC UL94V-0 *_"fgew
. i - N
chl 6 o i y ' ™~
iy slim series(SL) . :
Modular Jack 683221 (5o
£63222 [Black]
063223 [Heq] ®
Product Part Number.  C63004 &y  cos003 ERE it ‘o
sllow] R /
[uhUn)

Porttype Non-Shutter Non-Shutter
Construction and Material

Product Type | RIS Jack with Cover caps RI45 Jack with Cover caps RI45 Jack with Cover caps
_ Style _ Keystone type, Non-Shutter Style Keystone type, Shutter Style Keystone type, Non-Shutter Style

Wiring Patterm | T568B/T568A universal color coda T5688/TE4EA universal color code T5688/T568A universal color code

Housing Material High Impoct Flame Retardant Plastic High Impact Flame Betardant Plasfic High Impact Flame Refardant Plastic
_ Housing Flammability Rating _ Ueav-0m8S _ ULeav-0ABS _ UL94v-0ABS e

Jack Connect . Phosphor Bronze with over 50 mucmn—hchas gold pﬂcmng Phosphor Brunza with over 50 micron-inches gold plating Phosphor Bronza with c over jer 50 micror-inches gold plu'hng
__Termlante Block 190" 110 IDC, UL94V-0 Polycarbonate 180" 110 IDC, UL94V-0 Polycarbonate 180° 110 IDC, UL94V-0 Polycarbonate

Termionte Material | Phospher Bronze with fin over 100 micron-inches nickel under plated  Phosphor Bronze with fin over 400 micron-inches nickel under plated  Phosphor Bronze with fin over 100 micron-inches nickel under plated

Durability 800 mating cyele (Modular Jack) 800 mating cyele (Madular Jack) 800 mating cycle (Modular Jack]

- /200 termination cycles (110 I0C Block] 200 termination cycles (110 IDC Block) 200 termination cycles (110 1DC Block]

Tool Cover |UL940-0 ABS UL940-0 ABS UL940-0 ABS

Pccept Wire Size 26AWG-22AWG solid and stranded wire  26AWG-22AWG solid and stranded wire. 26AWG-22AWG solid and stranded wire

Compliant UL and Interiek Channel fest UL and Inferiek Chaniel fest UL and infertek Channel fest

Cartified Lead-free ond RoHS compliant Lead-free and AoHS compliant Lead-free and RoHS compliant
Elecirical Characieristics

Dislectric Strength 1,000V AMS at 60Hz for Tminute 1,000V RMS at 60Hz for iminute 1,000V BMS at 60Hz for Tminute

Current Rating 1.5Amp maximum 1.5Amp maximum 1.5Amp maximum

__Insulation Resistance 10MQ minimum 10MQ minimum 10MQ minimum

_Contact Resistance. | 2M0 per contact _2M0 per contact 2MQ per contact

Temperature Aang(Work /Storage)

Tronsmission Performance

-10C o + 607 [ -AOC o + 70 °C

ANSI/TIR-568.2-D, 1S0/IEC 11801:2017 Cluss Eonﬂ ENSEII'?S 1

0%Clo+860%C /-40°Clo+70%C
ANSI/TIA-568.2-D, IS0/ IEC 18012017 Class E and ENSO173-1

~10%Cto+60°C /-40Cto+70°C
ANSI/TIR-568.2-D, 1SO/IEC 118012017 Class E and ENECIITG—'I
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A2 C67001

Patech Cord
Cable

CATL.6

Face plate

yo_mn:.m | 24AWG, Transparent boot

Stranded wire conductor

e

Construction and Material pscriplion: Product Part Number.
Cable Stranded wire flexible UTP Category-6 cable £64002-KX 1M.CATe C68001-XKX 1M CcATe
Color White, Red, Green, Biue, Yellow C64004-XK 2M,cAT G68002-XK 2M,cATe
Connector Category 6 RI45 Modular Plugs with 50 micron-inches goid plating C64003-KX 3M,CATE C6B003-XK 3M,CATE
over 10I;} micron-inches nickel under plated and Phosphor Bronze x% = BL-BLUE, RD-Red, 6N-Green, YL-Yellow, WH-White
Whe Skze 124, AW : " : : = **ansndiwacpauenlamudoims
Slim Boot Maiding from manufacturer are designed to protect Plugs and Cables
Insulation diameter 0.96 mm HDPE Standard
Insulation Color BLUE / White-Blue, ORANGE / White-Orangs, GREEN /White-Green, BROWN / White-Brown « ANSI/TIA-568.2-D CATEGORY &
Cable diometer 4 pairs 7/0.20mm conductor dimension « ISO/IEC 1180122017 CLASS E
Wiring system To68A or To6EE universal « ENB0173-1 CATEGORY &
ac. 100% factory assembly testing cable « T668B/TE68A UNIVERSAL COLOR PATTERN
Stondard UL listed and follow In teriek Channels Test « UL LISTED AND INTERTEK TEST
Cerlified Lead-free and RoHS compliant » LEAD-FREE & RoHS COMPLIANT BY TuV
CAT.6 Modular Plug RI45 Front View Picture
2 Layer | Pre~insert bar

C67001 cAT-6 Modular Plug

BMO16 Box 2x4"

G BMO15 2-PORT
- BM222

« Three prong, fit with conductor(@whu ih@iowodiuais)
« Contact with Gold Plated Chip(ruhdudandounal)

« Protected for Cable Releass(FonwadUoiiuaexaaoon)

O

BM316 3-PORT
BM223

i for lock end cable
Divider bar
for lock pair cable for not untwist

Computer ICON
Telephone ICON

Marking Label ICON

Screw

BM31] 4-PORT
BM224

Locking Boot for RI45

LOCK BOOT N CAP BOOT

FOR CATG Cahle FOR CATSE/CATG

BC-01901  White A\ Bren oy

BC-01902 Red , i | BT002 Red

BE-01903 Green / BTO03 Green

BC-01904 Bive : BT004 Blue

R - ey

Tranparent|24AWG cable . Blac Sy

BM-03265 Tm%uraﬂi{?ﬁﬂws cuhle} ~— BT007 Oronge ~—
BT0DB White BMODS8
BT0D9 Gray Insert Blank Keystone RIA5

Tools

o

e OENOATNAIN
woulsodu

BC-352
Aulaonane
RG59.6,11,7
(=5 Vil

(GaUndaiddHsu RIAG)

NA/AT8 0 4 a4 4




CAT.SE

Product Part Number.

Construction and Material

BMDO3

PATCH PANEL evee e oo

EB62002/BK 24Poris Patch Panel Unload, 1U, CAT-5E, Black

C62002/WT 24Ports Patch Panel Unload, 1U, CAT-5E, Silver

* = 'm'_—n:' T e — .

T 4 Ports

1u

1u

Style of Modular PCB RI45 Connector PCB RI45 Connector OB R4S Connector
Panet Light weight steel with hair line classic shine Light weight steel with hair line classic shine Light weight steel with har line classic shine
Cabling Organizing Cable support Bar and Cable fies Cable support Bar and Cable fies
Wiring Pattem T5688,/ T568A universal color code 75688,/ T568R universal color code
Jack: Connect Phosphor Bronze with over 50 micron-inches gold plating Phosphor Bronze with over 50 micron-inches gold plating Phaosphor Bronze with over 50 micron-inches gold plafing
Termiante Block Dual Type 110-1DC or KRONE Connecting fools, UL940-0 ABS _ Dual Typs 110-IDC or KRONE Connecting fools, UL940-0 ABS  Dual Type 110-IDC or KRONE Connecting fools, UL940-0 ABS
Termiante Material Phosphor Bronze with fin over 100 micron-inches nickel underplated
Durability 800 mating cycle (Modular Jack) 800 mating cycle (Modular Jack) 800 mating cycle (Modular Jack)
200 fermination cycles (110 1DC Block) 200 fermination cycles (10 IDC Block) 200 termination cycles (110 IDC Block]
Tool Cover UL940-0 ABS UL940-0 ABS UL940-0 ABS
Accept Wire Size 26AWG-22AWE solid and stranded wire 26AWG-22AWG sclid ond stranded wire 26AWB-22AWG solid and stranded wire
“Compliont UL and Infertek Channel fest UL and Infertek Channel fest UL and Infertek Channel fest
Cerfified Leod-frea and ReHS compliant Lead-free and RoHS compliant LLead-fres and RoHS compliant

Electrical Characleristics
Dielectric Strength
Cu_rrenl Rating

Tempemh:re ﬂmg[Wott;‘Sfumge}
Transmission Parformance

CAT.SE

1,000V RMS at 60Hz for Iminute
1.5Amp maximum

—10°C10+bD“C;’~dD”C10+?D"C

“Exceeds IS0/IEC 11801 Class E AS/NZS 3080:2013 Class E

Applications

» 1000 BRSE-T(IEEE 802.3ab GIGABIT ETHERNET)
+ 100 BASE-TX(IEEE 802.3U FAST ETHERNET)

« 10 BASE-T (IEEE 802.3 ETHERNET)

- 165/622Mbps AND 1.26bps ATM

+ 4/16 Mbps TOKEN RING

« POE, POE+(IEEE 802.3af |IEEE 802.3at)

« TP-PMD, TPDDI, ISDN, VolP

« ANALOG & DIGITAL VOICE, DIGITAL & ANALOG VIDED

Modular Jack

Product Part Number. BMOO1

Porttype

Construction and Material
Product Type

Style

Wiring Pattem

__ Housing Material

__ Housing Flammability Rating

Jack: Connect

Non-Shutter

IS Jack with Cover caps.

Keystane type, Non-Shutter Style

1,000V RMS af 60Hz for Iminute
1.5Amp maximum

-10%Cto + 60°C [ -40"Clo +70°C

Exceeds 1S0/IEC 11801 Class E AS/NZS 3080:2013 Class E

Standard

1000V AMS ot 60Hz for iminute

~10°Cto+60°C/-407CHo+70°C

‘Exceeds ISO/IEC 11801 Class E AS/NZS 3080:2013 Closs E

« ANSI/TIA-568.2-D CATEGORY 5E

« ISO/IEC 11801:2017 CLASS D
« EN50173-1 CATEGORY 5E

« T568B [ T568A UNIVERSAL COLOR PATTERN

« UL LISTED AND INTERTEK TEST

« LEAD-FREE & RoHS COMPLIANT BY TUV

« TIA/EIA TSB-40

« TEAMINATE 110, KNONE
« ANGLE 180°

« UL 1863

« PC UL94V-0

BMO019

Fuileiln

U4 Jock with Cover caps
Keystone fype, Shutter Style

T5688/T568A universal color code.
High Impact Flame Rstardant Plastic

T5688/T568A universal color code.
High Impact Flame Ratardant Plastic

_uUle4v-0mBS
Phosphor Bronze with over 50 micron-inches gold piuhng

_ UL94v-0ABS R
Phosphor Bronze with over 50 mlcmnﬂnchns gold plating

__ Termianfe Block 90° 110 IDE, UL94V-0 Polycarbonate 180" 110 1DC, UL94V-0 Polycarbonate
Termiante Material Phosphor Bronze with fin over 100 micron-inches nickel under piated _Phosphor Bronze with tin over 100 micron-Inches nickel under plated
Durabliity 800 mating cycle (Modular Jack) 800 mating cycle (Modular Jack)
o 200 fermination cycles (110 IDC Block] 200 fermination cycles (10 10C Block]
Tool Cover UL940-0 ABS UL940-0 ABS
Accept Wie Size 26AWG-22AWG solid ond stranded wire 26AWE-22AWG solid and sfranded wire
Eompla UL ionel Inlertok Ghoreal fest UL ovd Irerrek: Ehonnel tes)
Ceriified Leod-free and AoHS liant Lead-free and AoHS compliant

Hectrical Characteristics
Dislechric Sirengih

1000V AMS at 60Hz for iminuie

1000V RMS at 60Hz for iminute

Current Rating 1.5Amp maximum 1.5Amp maximum

Insulation Resistance 10MO minimum 10MO minimum

_Contact Resistance _2M0) per confoct 2M0) per confoct

Temperature Rang[Work /Storage] -10°Cto+ 60°C [ -40°Clo+70°C ~10"Cto +60°C [ -40°Cto + 70°C

Tronsmission Performance

Exceads |SO/IEC 11801 Class E AS/NZS 3080:2013 Class £

Exceeds IS0/IEC 11801 Class E RS/NZS 3080:2013 Closs E




CAT.SE

PATCH CORD CABLE

Construction and Material
Cable
Color

" Connector

Wire Size

Slim Boof
Insulation diometer
Insulation Color
Cable diometer
Wiring sys[a.l;\

ac.

Stondard

Certified

CATBE
PATCH CORD CABLE

7/0.20mm [ 24AWE,
Siranded wire conductor

. Descripll

S_Irur\ded wire flexible UTP Category Se cable
White, Red, Green, Blue, Yellow

| lfd!égow' Se ﬁidﬁ'hbdi;l'lnr-ﬁlugs with 50 micron-inches go'ld plnhng

over 100 micron-inches nickel under plated and Phosphor Bronze

24 AWG

Molding from marufocturer ore da'sl'gnéd o protect Plugs and Cables
0.96 mm HOPE
BLUE / White-Blue, DRANGE / White-Orange, GREEN /White-Green, BROWN / White-Brown

" 4 pairs 7/0.20mm cenductor dimension

TE68A or T5688 universal

1007 factory assembly festing cable

UL listed and fallow In fertek Channels Test

Lead-free and RoHS compliant

Product Part Number.

BMOO4-XX 1M, CATSE
BMOOG-KX 2 M, CATSE
BMOO7-XX 3 M, CATSE

xx = BL-BLUE, RD-Rad, BN-Green, YL-Yellow, WH-While
**muisndiwannnuansldmudeinis

Standard

« ANSI/TIA-568.2-D CATEGORY 5E

« 1SO/IEC 11801:2017 CLASS D

« ENS0173-1 CATEGORY 5E

« T668B/T568A UNIVERSAL COLOR PATTERN
« UL LISTED AND INTERTEK TEST

» LEAD-FREE & HoHS COMPLIANT BY TUV

« Three prong, fit with conductar(auiu hilowodAvae)
« Contact with Gold Plated Chip[Hthdudnindounas)
« Profected for Cable Releass(donwadoiiuaiengaoan)

Computer ICON

Telephone ICON

Marking Label ICON

4

BMO16 BMO15 2-PORT BM316 3-PORT BM311 4-PORT 3 SO
Box,2x4 =mg}1 1-PORT BHi222 BM223 BMZ223
:_ -
r -,’t ’F
LOCK BOOT GAPBOOT
FOR CATSE Cahle . FOR CATSE/CATG Cable
BG-D2001 White f‘ S\ BTOOT Ivory
Red W4 g}'ﬂg% Red
Green Green
Blue / BT004 Blue
Yellow gggg Yellow
Tranparent Black .
T— BT00] Orange e
BTO0DB White EMOS58
o’ BT0O8 Gray Insert Blank Keystone RJ45

[GoUnzardudiHiu RI45)

— o othonlnaln
woulsotu

e Cm—

BE-1031 BE-CROO1 BC-352
Aunam® AUIENFD RI4B12 Aulaanane
RJ45 Jack R Plug AG59,6,17

tige Patch Panel &=




PRIGE LIST

CAT6. SERIES
mATN DEscHToNS  wm e

c61001 CAT& UTP CABLE, 23AWG BLUE JACKET, INDOOR CABLE 305M./BOX 4,830 BARHT.
C61005 CAT6 UTP CABLE, 23AWG,PE JACKET, OUTDOOR CABLE 305M./BOX 5,070  BAHT.
c61004 CAT6 UTP CABLE, 23AWG, DOUBLE PE JACKET WITH MESSENGER WIRE, OUTDOOR CABLE 305M./ROLL 6,070  BAHT.
£62002/BK CAT6 24 PORTS PATCH PANEL UNLOAD, 1U, BLACK, [3iu MODULAR JACK $U C63003 1PCS. 1870  BRHT.
C62002/WT  CAT6 24 PORTS PATCH PANEL UNLOAD, 1U, WHITE, T3iu MODULAR JACK $u C63003 1PCS. 1,870  BAHT.
€62001 CAT6 24 PORTS PATCH PANEL UNLOAD, 1U, BLACK, T3AU MODULAR JACK $U C63003 lia: BMO19 1PCS. 1,054  BAHT.
£62221 CAT6 24 PORTS PATCH PANEL UNLOAD, U, BLACK, SLIM SERIES(SL) 1PCS. 1,054  BAHT.
18U MODULAR JACK $U C63221, C63222, C63223, C63224 lia: C63225 - - -
€62003 CAT6 24 PORTS PATCH PANEL LOAD, U, BLACK 1PCS. 1,870  BAHT.
62004 CAT& 48 PORTS PATCH PANEL LOAD, 1U, BLACK 1PCS. 3,340  BRHT.
€62005 CAT6 48 PORTS PATCH PANEL LOAD, 2U, BLACK 1PCS. 3340 BAHT.
€63004 CAT6 MODULAR RJ45 JACK, NON-SHUTTER, WHITE 1PCS. 60 BAHT.
63003 CAT6 MODULAR RJ45 JACK, SHUTTER, WHITE, 13U PANEL $u C62002, 62001 1PCS. 64 BAHT.
£63221 CAT6 MODULAR RJ45 JACK, NON-SHUTTER, BLUE, SLIM SERIES(SL), Tfiu PANEL $u C62221 1PCS. 90 BAHT.
63222 CAT6 MODULAR RJA5 JACK, NON-SHUTTER, BLACK, SLIM SERIES(SL), T3iu PANEL Su 62221 1PCS. 90 BARHT.
£63223 CAT6 MODULAR RJ45 JACK, NON-SHUTTER, RED, SLIM SERIES(SL), 13U PANEL U C62221 1PCS. 90 BAHT.
63224 CAT6 MODULAR RJA5 JACK, NON-SHUTTER, WHITE, SLIM SERIES(SL), 18U PANEL Su C62221 1PCS. 90 BAHT.
£63225 CAT6 MODULAR RJ45 JACK, NON-SHUTTER, YELLOW, SLIM SERIES(SL), T3fu PANEL $u C62221 1PCS. 90 BAHT.
C64002-XX CAT6 PATCH CORD CABLE, RI45 TO RJ45 24AWG(7X0.20MM. STRAND WIRE] 1 METER 1PCS. 75 BAHT.
C64004-XK CAT6 PATCH CORD CABLE, RI45 TO RJ45 24AWG(7X0.20MM. STRAND WIRE) 2 METERS 1PCS. 94 BAHT.
C64005-XK CAT6 PATCH CORD CABLE, RJ45 TO RJ45 24AWG(7X0.20MM. STRAND WIRE) 3 METERS 1PCS. 12 BAHT.
C68001-XK CAT6 PATCH CORD CABLE, RIA5 TO RJ45 24AWG(7X0.20MM. STRAND WIRE) TRANSPARENT 1 METER 1PCS. 75 BAHT.
CG6B002-XX CAT6 PATCH CORD CABLE, RI45 TO RJ45 24AWG(7X0.20MM. STRAND WIRE) TRANSPARENT 2 METERS 1PCS. 94 BAHT.
C68003-XX CAT6 PATCH CORD CABLE, RJ45 TO RJ45 24AWG(7X0.20MM. STRAND WIRE) TRANSPARENT 3 METERS 1PCS. 112 BAHT.
xx = BL-BLUE, RD-Red, BN-Green, YL-Yellow, WH-White
[Hi[I]1]] CAT& MODULAR PLUG RJ45, 8PIN, 2 LAYERS WITH PRE-INSERT BAR, 3 PRONG CONTACT 1PCS. 10 BRHT.
BC-01901 CAT6 LOCKING PLUG-RI45 BOOT, DIA.0.65MM, WHITE, fiiuanel CAT6 CABLE ywna 23 AWG. 1PCS. 47 BRHT.
BC-01902 CAT6 LOCKING PLUG-RI45 BOOT, DIA.0.65MM, RED, Tifuanel CAT6 CABLE yuna 23 AWG. 1PCS. 4.7 BAHT.
BC-01903 CAT6 LOCKING PLUG-RI45 BOOT, DIA.0.65MM, GREEN, T3fuane CAT6 CABLE auia 23 AWG. 1PCS. 47 BAHT.
BC-01904 CAT6 LOCKING PLUG-RJ45 BOOT, DIA.0.65MM, BLUE, T5fiuane CAT6 CABLE uu1a 23 AWG. 1PCS. 47 BAHT.
BC-01905 CAT6 LOCKING PLUB-RJA5 BOOT, DIA.0.65MM, YELLOW, f8ifusne CAT6 CABLE uuin 23 AWG. 1PCS. 4.7 BAHT.
BM-03265 CAT6 LOCKING PLUG-RI45 BOOT, DIA.0.65MM, TRANSPARENT, 18iuane CAT6 CABLE uua 23 AWG. 1PCS. 5.7 BAHT.
BM-03260 CAT6 LOCKING PLUG-RJ45 BOOT, DIA.0.60MM, TRANSPARENT, 18Auane CAT6 CABLE ulha 24 AWG. 1PCS. 5.7 BRHT.
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GGZIIM!III( CATSE 24 PORTS PATCH PANEL UNLOAD, 1U, BLACK, 13U MODULAR JACK SU BMO19 1PCS. 1870  BAHT.
C62002/WT  CATSE 24 PORTS PATCH PANEL UNLORAD, 1U, WHITE, T3AU MODULAR JACK $u BMO19 1PCS. 1,870  BAHT.
BM003 CATSE 24 PORTS PATCH PANEL LOAD, 1U, BLACK 1PCS. 1,470  BAHT.
BCMA8P CATSE 48 PORTS PATCH PANEL LOAD, 1U, BLACK 1PCS. 2,670  BAHT.
BM004 CATSE 48 PORTS PATCH PANEL LOAD, 2U, BLACK 1PCS. 2,670  BAHT.
BM001 CATSE MODULAR RJ45 JACK, NON-SHUTTER, WHITE 1PCS. 47 BAHT.
BMO019 CATSE MODULAR RJ45 JACK, SHUTTER, WHTIE, WITH ICON TEL AND COM, 13U PANEL $u C62002 1PCS. 51 BAHT.
BMOD4-XX CATSE PATCH CORD CABLE, RJ45 TO RJ45 24AWG(7X0.20MM. STRAND WIRE) 1 METER 1PCS. a7 BAHT.
BMO00B-XX CATSE PATCH CORD CABLE, RJA5 TO RI45 24AWG(7X0.20MM. STRAND WIRE) 2 METERS 1PCS. 63 BAHT.
BMO0O7-XX CATSE PATCH CORD CABLE, RJAS TO RI45 24AWG(7X0.20MM. STRAND WIRE) 3 METERS 1PCS. 80 BAHT.

BMO10 CATSE MODULAR PLUG RJ45, 8PIN, 2 LAYERS, 3 PRONG CONTACT 1PCS. 4 BAHT.
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BTOO1 CAT6/CATSE PLUG-RIA5 BOOT, IVORY, 13Auane CAT6,CATSE CABLE NN 1PCS. 240  BAHT.
[ [1]174 CAT6/CATSE PLUG-RJA5 BOOT, RED, fifiua1el CAT6,CATSE CABLE nnuuia 1PCS. 240  BAHT.
BT003 CAT6/CATSE PLUG-RIA5 BOOT, GREEN, ldnuaie CATS,CATSE CABLE nnuuia 1PCS. 240  BAHT.
BT004 CAT6/CATSE PLUG-RJA5 BOOT, BLUE, TdAuae CAT6,CATSE CABLE Nnuuia 1PCS. 2.40  BAHT.
BT005 CAT6/CATSE PLUG-RIAS BOOT, YELLOW, Tduane CAT6,CATSE CABLE nnuwin 1PCS. 240  BAHT.
BT00G CAT6/CATSE PLUG-RJAS BOOT, BLACK, fdnuang CAT6,CATSE CABLE Nnuuia 1PCS. 2.40  BRHT.
BT007 CAT6/CATSE PLUG-RJ45 BOOT, ORANGE, [nuate CAT6,CATSE CABLE nnuuin 1PCS. 240  BAHT.
BT008 CAT6/CATSE PLUG-RJA5 BOOT, WHITE, fdnusane CAT6,CATSE CABLE nnuuia 1PCS. 2.40  BRHT.
BT009 CAT6/CATSE PLUG-RIA5 BOOT, GRAY, T8nuaie CAT,CATSE CABLE nnuunn 1PCS. 240  BAHT.
BM014 1 PORT FACE PLATE, WITH ICON, WHITE, 13§1HSU MODULAR JACK Su BMOO1, C63004, SL SERIES 1PCS. 23 BAHT.
BMO15 2 PORT FACE PLATE, WITH ICON, WHITE, T5&15u MODULAR JACK $u BMOO1, C63004 1PCS. 23 BAHT.
BM316 3 PORT FACE PLATE, WITH ICON, WHITE, T841H5U MODULAR JACK $u BMOO1, C63004 1PCS. 34 BRHT.
BM317 A PORT FACE PLATE, WITH ICON, WHITE, T341HSU MODULAR JACK $u BMOO1, C63004 1PCS. 34 BAHT.
BM221 1 PORT FACE PLATE, WITH ICON, WHITE, 315U MODULAR JACK SU BMOO1, C63004, SL SERIES 1PCS. 23 BRHT.
BM222 2 PORT FACE PLATE, WITH ICON, WHITE, T34115U MODULAR JACK $u BMOO1, C63004, SL SERIES 1PCS. 23 BAHT.
BM223 3 PORT FACE PLATE, WITH ICON, WHITE, 138HSu MODULAR JACK $U BMOO1, C63004, SL SERIES 1PCS. 34 BRHT.
BM224 4 PORT FACE PLATE, WITH ICON, WHITE, Té&1HSU MODULAR JACK Su BMOO1, C63004, SL SERIES 1PCS. 34 BAHT.
BMO16 27X4" PLASTIC BOX, WHITE, T5&H5U FACE PLATE nnsu 1PCS. 19 BAHT.
BMO58 Insert Blank Keystone RI45(tGaUn0d0131381H5U RI45) 1PCS. 10 BAHT.
BC-1031 AuINane RJ45 Jack lia: Patch Panel udo IDCHO 1PCS. 467 BAHT.
BC-CROO1 AUINFD RJA5,12,R)11 Plug Dnalnwounsiou aehid 1PCS. 1,600  BAHT.
BC-352 AuUaanang UTP,AB59,6,117 lla=du7 universal 1PCS. 335  BAHT.
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« LNOSA1U ANSI/TIR-568-C.2 fio Category 3, e, 6, 64, 7, 7a lia: 8

« LI0SAIU 1SO/IEC 11801 Ed. 2.2 Ao Class A, B, C, D, E, Ea, F lia: Fa | o

« lnenigonnsulinboursalndRenuunnidancduiuasamUufaonuIns HuIna1aImau Asaainasduawsaldnainunuldae

msidenAcuauUaaeiau Hso UTP cable H5a LAN cable Asumsthlulinu mwnos3iu ANSI/TIA-568-C.2

« Category 5E (24AWG/0.51imm dimeter) $015UAMUAN 100 Mhz, asnsuaidayan 1 Bbps Taquululildsunoiutsy

« Category & (23/24AWG, 0.574/0.511mm diameter) 5035UA2IUNN 250 Mhz ANsnSudidayan 1 Bbps Uaquumaldsuanudey

+ Category 6A (23AW6/0.574mm) S2I5UANUAN 500 Mhz aLsnsudidoyan 10 Bbps UmUumAlasundIutey

- Category 8 (22/23AWG, 0.643/0.574mm dimeter) S0ISUAMUAR 2000 Mhz awisnsudidouan 25 lia: 40 Gbps Truumalldsunnudew

OaowAnlusghugindioimsanaudnuAumsidanaeiauboinlinulildas) iasoisuswinanumsiinudia LAN throughput(uuiayaimssuaidoua) iia: Operate
frequency(AUARTENL), DAd _ , _

« szuuliau(LAN system) Ailu Token Ring DmssSudsvoya(Dara rate) fi 4Mbps 15AMUA(Operating frequency)i AMHz |

« S2UUNIAU(LAN system) Ri0u 10Base-T Ethernet OmsSu&dsvoya(Dara rate) fi 10Mbps [dAUN(Operating frequency )i 10MHz

« s:uUIAU(LAN system) AIDU Token Ring DmsSudsvoua(Dara rate) fi 16Mbps, [5ANUA(Operating frequency i 16MHz

« szuUIIAU(LAN system) AU 100Base-T Ethernet DmsSuaiuoua(Dara rate) fi 100Mbps T%mmﬁ[npemting frequency)i 31.25MHz

« S=UUIAU(LAN system) AI0U ATMI55 Dmssudiuoya(Dara rate) fi 155Mbps [5AMUA(Operating frequency )i, 38.75MHz ,
« s:uuIau(LAN system) AI0U 1,000Base-T(Gigabit) Ethernet Dmssudivaua(Dara rate) A, 1,000Mbps BnaUA(Qperating frequency)i Us:uitu 65MHz
« s2uUlAU(LAN system) MU 106Base-T(10Gigabit) Ethermet DmsSudiuoua(Dara rate) i 10,000Mbps TinmuRi(Operating frequency)f Us:u1cu 400MHz




